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47-52 or 57-62(adjustable)

<1W (Night)

Rated AC grid output current(A)

DC injection current(mA) 

Rated grid frequency(Hz)

Weight(kG) 

Size(mm)

RS 485, WiFi/GPRS (optional)

DC Connection

 IP67 rated plug

AC output overcurrent protection

Max. efciency

Euro efciency

Max. DC input voltage (V)

MPPT operating range(V)

Rated DC voltage(V)

Max. DC input current(A)

Max. transient power(kW)

Rated AC grid voltage(V)

AC grid voltage range(V)

Start-up DC input voltage(V)

Max. AC output current(A)

200-800

>97%

EN61000-6-1:2007          EN61000-6-3:2007

G59/2,

Solis-6K

Datasheet

300-800

2/2

PV

Integrated DC switch Optional

MC-4 mateable

AC Connection

Solis-10K Solis-15K

330

400 600

15+15

Rated output power(kW) 6 10 15

6.6 11 15

380/400/480

313-470(adjustable)

9.1/8.7/7.2

10.5/10.0/7.9 25.1/23.1/19.8

<50

16.7/16.0/13.2

MPPT efciency

>97.5%

>96.5%

430W*600H*220D

30.0

Natural convection

27.0

Forced air cooling

313-470(adjustable)

22.8/21.7/18.015.2/14.5/12.0

18+18

1000
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