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SOFAR 6.6KTL-X;  SOFAR 8.8KTL-X;  SOFAR 11KTL-X;  SOFAR 12KTL-X 

4.4KTL-X ;  
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The copyright of this manual belongs to Shenzhen SOFARSOLAR Co., Ltd. Any corporation or 
individual should not plagiarize, partially copy or fully copy it (including software, etc.), and 
no reproduction or distribution of it in any form or by any means. All rights reserved. 
SOLARSOFAR reserves the right of final interpretation. This manual is subject to change 
according to user ’s or customer ’s feedback. Please check our website at 
http://www.sofarsolar.com for latest version.

(The models marked with“ *” should be available only for some designated countries.) 
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RCM (Regulatory Compliance Mark)

The product complics with the requirements of the applicable

Australian standards 
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The Sofar inverters are grid-tied 
PV modules into AC current and feed it into the public grid.
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① ② ③ ④ ⑤ ⑥ ⑦ ⑧

1  DC switch    2-3  PV input terminals     4                         (DCV A)  
5-6  RS485 (DCV A)     7  Breather valve       8  AC Output (DCV C)  

(DCV C)

Figure2-1 Interface figure
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M6 Hexagon screws

1PCS 6pin terminal blocks
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3.5 Installing the Sofar 3.3K~12KTL-X

Sofar 3.3K～12KTL-X. Figure 3-3 Many Sofar 3.3K~12KTL-X installation
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M6 Screws 

OT Terminal (Screw diameter : 6mm)
M6 Threaded hole

Figure 3-4 
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The models marked with“ *” should be available only for some designated countries. 
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The distance between WIFI and Ethernet router should be less than 100m.
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