
MAX 50KTL3 LV/60KTL3 LV
          70KTL3 LV/80KTL3 LV

High Yields 

Power rating up to 80kW

Max. efficiency up to 99%

6 MPPTs, fits to hilly ground and larger rooftop

Safe&Reliable

Type II surge arrester for both DC and AC 

Integrated Anti-PID and AFCI function optional 

IP65 protection degree

 

Smart

DC and AC power supply, 24h monitoring

Smart string I-V diagnosis, active string problem detective

Reactive compensation, no need SVG device

Comprehensive grid power quality detect, smart optimize grid power quality

Easy Maintenance

12 strings intelligent monitoring, and fast trouble-shooting

Smart local and remote maintenance, saving service time and cost

MAX 80KTL3 LV efficiency
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GROWATT NEW ENERGY TECHNOLOGY Co.,LTD
A: No.28 Guangmming Road, Longteng Community, Shiyan, Baoan District, Shenzhen, P.R.China.

 T:  + 86 755 2747 1900  F:  + 86 755 2749 1460 E:  info@ginverter.com



CQC, CE, VDE 0126-1-1, UTE C 15-712, VDE-AR-N4105, EN50438, DRRG, CEI 0-16, BDEW, IEC 62116, IEC61727, IEC 60068, IEC 61683, AS 4777 
 

 MAX 50KTL3 LV MAX 80KTL3 LV

Max.DC power

MAX 70KTL3 LV

91000W

250V

1100V

600V-850V

22A

 3W+ PE N+

<3%

 0.8leading ...0.8lagging 

112.7A

77700VA

70000W

 99%
98.5%

99.9%

870/580/290mm

82kg

-25°C ... +60°C  

≤55dB(A)

     LED/WIFI+APP

yes

yes

yes

Type II

Type II

yes

yes

yes

opt

yes / opt

yes / yes / opt / opt

65000W

250V

1100V

500V-850V

22A

 3W+ PE N+

<3%

0.8leading ...0.8lagging

80A

55500VA

50000W

 99%
98.5%

99.9%

870/580/290mm

82kg

-25°C ... +60°C  

≤55dB(A)

     LED/WIFI+APP

yes

yes

yes

Type II

Type II

yes

yes

yes

opt

yes / opt

yes / yes / opt / opt

104000W

250V

1100V

685V-850V

22A

 3W+N+PE 

<3%

 0.8leading ...0.8lagging 

129A

88800VA

80000W

 99%
98.5%

99.9%

870/580/290mm

82kg

-25°C ... +60°C  

≤55dB(A)

     LED/WIFI+APP

yes

yes

yes

Type II

Type II

yes

yes

yes

opt

yes / opt

yes / yes / opt / opt 

Certificates and Approvals

 MAX 60KTL3 LV

78000W

250V

1100V

PV voltage range 200V-1000V200V-1000V 200V-1000V200V-1000V

520V-850V

600V585V 685V585V

22A

 3W+ PE N+

<3%

 0.8leading ...0.8lagging 

96.6A

50Hz/60Hz50 /60HzHz 50Hz/60Hz50Hz/60Hz

230V/400V230V/400V 230V/400V230V/400V

66600VA

60000W

 99%
98.5%

99.9%

870/580/290mm

82kg

-25°C ... +60°C  

≤55dB(A)

0-100%0-100% 0-100%0-100%

 4000m 4000m  4000m 4000m

< 1W < 1W < 1W < 1W 

TransformerlessTransformerless TransformerlessTransformerless

Smart coolingSmart cooling Smart coolingSmart cooling

IP65IP65 IP65IP65

     LED/WIFI+APP

yes

yes

yes

Type II

Type II

yes

yes

yes

opt

yes / opt

yes / yes / opt / opt

6/26/2 6/2 6/2

optopt optopt

 Interfaces:USB R485 GPRS PLC/ / /

DC

Max.DC voltage

AC Switch
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